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 Erosion & Woodcutting –  § 242-602C-E 

 

 

(1) Measurement:   

 

The measurement of all levels of materials, discharge rates and such other 

measurements as are necessary to provide reliable conclusions hereunder 

shall be those prescribed by the Water Compliance and Hazardous 

Substances Section of the State Department of Environmental Protection. 

 

D. Erosion and sediment control:  [amended 12/24/79] 
 

(1) Purpose:   

 

It is the intention of this subsection to provide guidelines and standards for 

the control of erosion or sedimentation in any project, development or 

mining operation involving excavation, filling and/or grading activity. 

 

(2) Standard:   

 

Minimum measures to control erosion and reduce sedimentation are set 

forth in the Connecticut Guidelines for Soil Erosion and Sedimentation 

Control (1985), as amended.  The measures are to be indicated on site 

plans required by §242-301C(3) and §242-302B and are to be employed 

elsewhere, when no site plan is required, in order to ensure compliance 

with §242-303A.  [amended 1/24/85] 

 

E. Woodcutting, lumbering, forestry, operations: 

 

(1) Purpose: 

 

It is the intention of this section to provide guidelines and standards for the 

control of woodcutting and lumbering operations in any project. 

 

(2) Standard:  

 

Minimum measures to control woodcutting and lumbering operations are 

set forth in the State of Connecticut’s Department of Environmental 

Protection Directive Form entitled “Guidelines for Silvicultural Operations 

on the Department of Environmental Protection Lands.”  Manual Code 

Z310, D2.  The measures indicated are to be employed in order to ensure 

compliance with §242-304. 
 


